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540/550 BRUSHLESS MIOTOR BREAKTHROUGH

540 BRUSHLESS MOTOR

> 4 Pole 12 Slot Hi-torque Motor Design
» CNC Machined 6061 T6 Billet Aluminum Heatsink Can
» High Purity Copper Windings Maximize Efficiency
2 High RPM ABEC5 Oversized Bearings
2 Universal fit, fits all 1/10 vehicles, multi-position mounting holes (M3 thread)
D Precision balanced rotor for smooth, reliable operation and maximum RPM
D Stator - Super Thin (0.2mm) Laminations
2 Removable/Replaceable Rotor

2 Precision Engineered for Maximum Energy Conversion

D ROAR legal

H Motor Specification

90mm

Atthe top of the motor

49.8mm

36mm

3.175mm

The side

At the bottom of the motor

Product | Watts | bersge | Aex | BT | 10 [Resistance | (rphioly | Max RPM | Length — |Diameters |Weight(g) | Shafi(mm) Ig'ztzefgtntg of Connector
540/2Y | 750 [ <8.4V | 90A 4 [5.8A] 0.0027| 9000 | 70000 | 50mm| 36mm| 160 ¢3.175 15mm | 4. Ommgold
540/2Y | 800 [ <8.4V | 95A 4 |5.6A| 0.0032| 7700 [ 65000 [ 50mm| 36mm | 165 ¢3.175 15mm | 4. Ommygold
540/2Y | 850 | <8.4V | 100A| 4 |5.4A| 0.0037| 6900 | 60000 | 50mm| 36mm| 170 ¢3.175 15mm | 4. Ommgold |
540/3T | 900 | <8.4V | 107A | 4 |5 .2A| 0.0043| 5900 | 50000 | 50mm| 36mm/| 180 ¢3.175 15mm | 4. Ommgold |
540/3.5T] 900 | <9.6V | 94A 4 |3.7A| 0.0051| 5200 | 50000 | 50mm| 36mm | 180 ¢3.175 15mm | 4. Ommgold
540/4T | 900 | <12V | 75A 4 |2.7A| 0.0075] 4300 | 50000 | 50mm| 36mm | 180 ¢3.175 15mm | 4. Ommgold
540/4.5T] 900 | <13V | 69A 4 |2.0A| 0.0081| 3900 | 50000 | 50mm| 36mm | 180 ¢3.175 15mm | 4. Ommgold
540/3Y | 900 | <16V | 56A 4 [1.4A] 0.0126| 3100 | 50000 | 50mm| 36mm | 180 Z3.175 15mm | 4. Ommgold
540/3.5Y| 900 | <22V | 41A 4 |1.2A] 0.0182| 2300 [ 50000 | 50mm| 36mm| 180 ¢3.175 15mm | 4. Ommygold
540/4Y | 900 | <24V | 38A 4 [1.0A] 0.0212]| 2050 | 50000 | 50mm| 36mm| 180 ¢3.175 15mm | 4. O0mmgold
540/5Y | 900 | <30V | 30A 4 |0.7A] 0.0318| 1650 [ 50000 | 50mm| 36mm| 180 ¢3.175 15mm [ 4. Ommgold
550 BRUSHLESS MOTOR ® Dimensions:
55.8MM
N Features:
> 4 Pole 12 Slot Hi-torque Motor Design 17MM
» CNC Machined 6061 T6 Billet Aluminum Heatsink Can = 1AMV
2 High Purity Copper Windings Maximize Efficiency g =
 High RPM ABEC5 Oversized Bearings £l o8
D Universal fit, fits all 1/10 vehicles, multi-position mounting holes (M3 thread) °
D Precision balanced rotor for smooth, reliable operation and maximum RPM
D Stator - Super Thin (0.2mm) Laminations -
2 Removable/Replaceable Rotor §
D Precision Engineered for Maximum Energy Conversion
> ROAR legal
At the top of the motor The side At the bottom of the motor
H Motor Specification
Product Watts 3’5‘2 ge AM,T‘?";S ggltgg 10 Resistance (RPllfﬂ\llvolt) MaxRPM [ Length | Diameters | Weight(g) | Shaft(mm) extend Connector
550/3T 1200 <12V | 100A 4 3.7A | 0.0058 4300 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/3.5T | 1200 <13V 92A 4 2.8A | 0.0083 3800 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550550/2Y| 1200 <14V 85A 4 2.5A | 0.0089 3500 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/4T 1200 <15V 80A 4 2.3A | 0.0095 3300 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/5T 1200 <19V 63A 4 1.5A | 0.0146 2600 50000 | 55mm [ 36mm 195 ¢3.175 17mm 4.0 mm gold
550/3Y 1200 <21V 57A 4 1.3A | 0.0152 2350 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/3.5Y | 1200 <26V | 46A 4 1.2A | 0.0231 1950 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/4Y 1200 <28V _| 43A 4 1.0A | 0.0258 1750 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/5Y 1200 <36V 33A 4 0.7A | 0.0378 1400 50000 | 55mm | 36mm 195 ¢3.175 17mm 4.0 mm gold
550/3T 1200 <12V_| 100A 4 3.7A | 0.0058 4300 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/3.5T | 1200 <13V 92A 4 2.8A | 0.0083 3800 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/4T 1200 <15V 80A 4 2.3A | 0.0095 3300 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/5T 1200 <19V 63A 4 1.5A | 0.0146 2600 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/3Y 1200 <21V 57A 4 1.3A | 0.0152 2350 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/3.5Y | 1200 <26V | 46A 4 1.2A | 0.0231 1950 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/4Y 1200 <28V | 43A 4 1.0A | 0.0258 1750 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
550/5Y 1200 <36V 33A 4 0.7A | 0.0378 1400 50000 | 55mm | 36mm 195 Z5 17mm 4.0 mm gold
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